Tomar 940L-DCP Digital Control Panel R

Operation & Programming Instructions
Emergency Vehicle Warning Lightbar & Auxiliary Accessory Control System
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Tomar 940L-DCP Digital Control Panel Features:
= 3 - Progressive Mode Switches
= 6 - Programmable Auxiliary Switches
= DIM - Low Intensity Warning Light Activation
= Traffic Direction - Arrow Selection
= Radio Rebroadcast (when used with 940L-SIREN)
= Siren Control (when used with 940L-SIREN)
= Program Security - Programming access UNLOCKED (Factory Default)
Features detailed on page 2

Using the Tomar 940L-DCP Digital Control Panel To:

» Control a 930L or 930NL Lightbar - using the Tomar 940L-SIREN

The 940L-SIREN can be used to operate any of the 930L or 930NL Lightbars. Reference the IS0940L-
SIREN Operation & Instailation Instructions.

» Control a 930LD Lightbar - using the Tomar 940L-DCP
The 940L-DCP can be used to operate an 930LD Lightbar. Reference the IS0930LD Instructions.
» Custom Program a Tomar 930L Lightbar - using the Tomar 940L-DCP

The 940L-DCP Digital Control Panel can be directly connected to a 930L-24 LED Flasher to program any
of the 930L Lightbars. Reference the IS0830L Instructions.

» Custom Program a single Tomar 940L-DCP

The 840L-DCP Digital Control Panel can be custom programmed.
Page 2 - Detailed Factory Default settings.

Page 3 - UNLOCKED programming instructions (Factory Default)
Page 4 - LOCKED programming instructions

» Custom Program another Tomar 940L-DCP - using Tomar 940L-DCP (MASTER)

A custom programmed 940L-DCP (MASTER) can be linked to another 940L-DCP (SLAVE) for rapid
programming download. See page 9 for rapid programming instructions.
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