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Tomar 940L-DCP Digital ConQroB Panel OR/4 5MO05 

Operation & Programming instructions 
Emergency Vehicle Warning bightbar & Auxiliaw Accessow Control System 

Aeaxiliarg Switches 1 through 6 
r--- DIM - Low intensity + warning ~ i g h t s  

Siren t Traffic Direction - Arrow Select 
Selection Radio Rebroadcast 

""r"rsrrrar 94OL-DGP Digital Control Panel Features: 
3 - Progressive Mode Switches 

6 - Programmable Auxiliary Switches 
DIM - Low Intensity Warning Light Ac"rivation 

TrarFfic Direction - Arrow Selection 
Radio Rebroadcast (when used with 940L-SIREN) 

Siren Gonkrol (when used with 940L-SIREN) 
Program Security - Programming access UNLOCKED (Factoy Default) 

Features rdetaikd on page 2 

Using the -mar 940L-DCP Digital Control Panel ma: 
P Control a 930L or 93QNL Lightbas - using the Tomar 9414L-S1REN 

The 940L-SIREN can be used to operate any of "re 93OL or 930Nb bighabars. Reference t h e  IS0946L- 
SIREN Operation & Installation tnstructions. 

3 Control a 930LD Lightbar - using the Tomar 94OL-DGP 

The 940L-DCP can be used to operate an 930LD Lightbar. Reference the IS0930LD Ins"rrudions. 

P Gustom Program a Tomar 930L Lightbar -. using " Ie  Tomar 94Ob-DCP 

The 940ii-DGP Digital Control Panel can be direcay connected to a 93Ob-24 LED FIasher to program any 
of ihe 930L Lightbars. Reference the  1S0930L Instructions. 

> Custom Program a single Tomar 94e)L-DCP 

The 940L-DCP Digital Control Panel can be custom programmed. 
Page 2 - Dehaiiled Faebori, 13efaul"iset'rings. 
Page 3 - UNLOCKED programming ins"rruclions (Factow Defauiil) 
Page 4 - LOCKED programming instructions 

P Custom Program another Tomar 94OL-DCP - using Tornar 940L-DCP (MASTER) 

A cus"rom programmed 940L-DGP (MASTER) can be linked to another 940L-BCP (SWVE) for rapid 
programming download, See page 9 for rapid programming instruc"rions. 
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Tomar 940L-DCP Digital C0ntr08 Panel 
Operation & Programming %ns"sructions 

> Factcsy Defaults and Progsammabae Feat~nres of the Tomar 940L-DCP 

Personalize the 940L-DCP by custom programming some, or all, of 'eke features detailed below. 

AUXILIARY swikhes # "1through 5 are factory default Toggle-On-08, AUXILIARY switch # 6 is factory 
default Momentary. Each AUXILIARY switch can individually be programmed to Mornenlay, Time-Delay 
or Toggle-On-OH. However, AUXILIARY switch # 6 can be programmed to lower the volume of the 
Radio Rebroadcast / Microphone for use with the 940L-SIREN. 
AUXILIARY DEFAULT PROGRAMMABLE 

AUX # 1 Togg le-On-Off Momentary or Time-Delay 

AUX # 2 Toggle-On-Off Momentary or Time-Delay 

AUX # 3 Toggle-On-Off Momentary or Time-Delay 

AUX # 4 Toggle-On-Ofl Momentary or Time-Delay 

AUX # 5 Toggle-On-Off Momentary or Time-Delay 

AUX # 6 Momentary Time-Delay or Toggle-On-Off or RRBIMIC Voiume 

The 3-PROGRESSIVE MODE switches are Toggle-On-0fP and are illuminated when activated. Mode 1 
activates (1) conkrol wire, Mode 2 activates (1 & 2) control wires and Mode 3 activates (1, 2 & 3) control 
wires. Each of the modes can have any, or all, of the AUXILIARY swikhes custom programmed to 
activate when the rnode is selected. However, AUXILIARY # 6 can not be associated with a rnode 
activation when programmed for RRBIMIC Volume con"rol. 

The ARROW is a Toggle-On-3 Cycle-OR button. The initial TraRic Direction rnode is Left Arrow, %!lowed 
by Right Arrow, Center-out and Off. The Traflic Direction seleded will be indicated by t h e  arrow display 
above the ARROW button. 

The ARRCOW features can be activated independently, or in conjunction with, the 3-PROGRESSIVE 
MODE switches. 

The DIM switch is a Toggle-On-OM and is illuminated when Low intensity Warning Light is activated. 

The OFF switch will deadivate the adive svvikhes in the following order; 3-MODE switches, "re ARROW 
switch, and all AUXlllARV switches. If all three are active, the first press of "ike OFF swikh will 
deaclivak the 3-MODE switches, the second press will deactivate the ARROW switch, and the third 
press will deactivate ail the AUXlllARV switches. When programmed as RRBlMlC volume csntroi, the 
AUXILIARY # 6 can not be deac"ivated by t h e  OFF switch. 

> Additional Features of the "Tomar 940L-DCP when used with the 940L-S1REN 
The SIREN OFF svvikh his Toggle-On-OFf and is illilrminated when OFF. With SIREN OFF, the MANIJAL 
lone (Manual M I L )  and HORN may still be adivaled. The status of the SIREN OFF bunon will be 
retained even when power is removed from the 940L-DCP, M e n  programmed for Independent control, 
the SIREN OFF shtus will not be retained when power is removed. 
The SIREN "1"OI\EE and MANUAL secondary lone can only be ac"rivated in Mode 3, and will be OR or On 
based on "re last stale of the SIREN OFF button. 

The TONE switch allows the operator to change the  selected tone to any I of 4 bones programmed as 
WAIL, YELP, HI-LO or ALERT. The kclory default lone is WAIL, The last tone selected will remain the 
initial tone until "ihe operabor selects another. If power is removed, the default tone is restored. 

The MANUAL button, when t h e  SIREN Tone is not activated, will momentarily sound the  MANUAL WAIL 
Tone. M e n  the SlREN "lone is activated, "re MANUAL button sounds the associated secondary tone 
for 4.5 seconds, or until "re MANUAL button is pressed again. The factory default secondary tone for 
WAIL is YELP. The 4 TONE positions (WAIL, YELP, HI-LO and ALERT) all have an associated 
secondary "Eone, which can be custom programmed to any I of the 7 available tones. 

The HORN bu"rlon is a Momentary switch which adivates the 948b-SIREN EIectronic Air Horn. 

The RRB (RADIO REBROADCAST) Toggle-On-OR buttan when activated will transnlit radio or clispakh 
audio through the 940b-SIREN. 
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Tomar 940L-DCP Digital Control Panel 
Operation 4% Programming instructions 

k Prrsgrarrrming a single UNLOCKED Tsmar 940L-C36P (Factory Default) 

CAUT10N: MAKE ALL CONIVECT18NS BEFORE APPLYING POWER. 

There are 2 m y s  of powering the 940L-DCP in order to enter programming mode. 
1 .) Using the 940L-SIREN-R: Connect the 94BL-BCP to the Master RJ-45 pod of a 940L-SIREN-R by 
using a "Tornr RJ-45 CAT5 cable. The 940b-DCP is then energized when power is applied to the 940L- 
SIREN-R. 
2.) Using the 940L-SIREN: The 940L-BGP is "im energized when power is applied to the 940L-SIREN. 

ENTER PROGRAMMING MODE: Deactivate all features and mainbin power to the 940L-DCP. Once 
all features are verified to be off, wait approximately 15 seconds for the back-lighting to "1m off. Then 
press and hold, the MANUAL and OFF switches for 2 seconds simultaneously. The AUXILIARY 
switches 1-6 will blink three times "r iindicak successful activa"rion of the 940L-DCP programming mode. 

Go "i page 5 for dehailed programming instructions. 
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Tomar 940L-DCP Digitai Control Panel 
Operation & Programming Instructions 

> Programming a LOCKED Tomar 94C3L-DCP 

ACCESS the PROGRAWMIING JUMPER: To cras"rorn program a 940L-DCP which has been LOCKED, 
first remove t h e  4 side screws "rat secure the faceplate, "Em remove the 5 screws that secure the  back 
plate. Locate the J2 Program Juntpei-s on the  940L-DGP prinled ~ i r ~ u i f  board. Refer to Figure 2 and 
note the location of the jumpers as inskiled from the factor), for Operational Mode. For Programming 
Mode, remove the single jumper from the RUN location and install the jumper in the PGM rocation. Refer 
to the enlarged jumper diagrams in Figure 3.  
CAUWION: MAKE ALL GOI\IIVEC"I"IQNS BEFORE APPLYING POWER. 
ENTER PROGRAMMING MODE: Wen the jumper is installed for Programming Mode, "ce 940L-DGP 
will enter programming when power is applied, There are 2 ways of powering the 940L-DCP in order to 
enter programming mode. 
"I.) Using the 940L-SIREN-R: Connect the 94OL-DGP lo the Master RJ-45 pod of a 940L-SIREN-8 by 
using a Tamar RJ-45 GAT5 sable. The 94OL-DGP is then energized when power is applied to the 94C)L- 
SIREN-R. 
2.) Using "re 940L-SIREN: Connect the 940L-DCP to the 940t-SIREN by using the existing Tornar RJ- 
45 CAT5 cable. The 940L-BCP is then energized when power is applied to the 940b-SIREN. 

Factory Operational Jumper Configuration RJ-45 Jack 

J L 
PROGRAM 

v5VDC RUNPGM 
I 

32 
PROGRAM 

v5VDC W N P G U  

FiGURE 3 Operational Mode Programming Mode 
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