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930DN-1701  FLASH PATTERN 
DUAL NEOBE LIGHTBAR SET 

 
 

PRIMARY  LIGHTBAR  LAMP  CONFIGURATION 
 

FCP 
DCP     PCP 

DAP          PAP 
RCP 

 
MODE CONTROL LAMP OPERATION 
 WIRES 

ACTIVATED 
REAR / ALLEY 

STROBES 
0 NONE 

 
NONE 

1 ORG FCP ALTERNATES WITH PAP 
(6 PULSES PER BURST) 
DCP ALTERNATES WITH PCP 
(3 PULSES PER BURST) 

 
CONTROL WIRES FOR OPTIONAL SPLIT HALOGEN 

 
CONTROL WIRE ACTIVATED   HALOGEN LAMP 
YELLOW    PAP or FCP (SPLIT TAKEDOWN) 

 
 

REMOTE  LIGHTBAR  LAMP  CONFIGURATION 
 

FCR 
DCR     PCR 

DAR          PAR 
RCR 

 
MODE CONTROL LAMP OPERATION 
 WIRES 

ACTIVATED 
REAR / ALLEY 

STROBES 
0 NONE 

 
NONE 

1 ORG FCR ALTERNATES WITH DAR 
(6 PULSES PER BURST) 
PCR ALTERNATES WITH DCR 
(3 PULSES PER BURST) 

 
CONTROL WIRES FOR OPTIONAL SPLIT HALOGEN 

 
CONTROL WIRE ACTIVATED   HALOGEN LAMP 
GRAY     DAR or FCR (SPLIT TAKEDOWN) 

 
 
 
NOTE:  GREEN control wire activates high intensity to all strobes. Additional Cable required for 
optional Halogen Lamps. 
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