NEOBE LIGHTING PROGRAMMABLE

THE LOOK OF NEON O50N-2402
WITH THE POWER OF STROBE HELIOBE™ LIGHTBAR
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STANDARD FEATURE - CONTROL CABLE

LIGHTBAR OPTIONS

Bonded Power Cable (Removes Control Cable)

Cigar Plug w/ 12' Power Cord (Removes Control Cable)
Cigar Plug w/ 20' Power Cord (Removes Control Cable) | Optional Setting (Appendix B)
930-ENCAP-BLK Black End Caps 0 LSO01

Magnetic Mount

LIGHTBAR OPTIONS - (Only w/ Std Control Cable)
O Alley Lights
U DF1 - Single Preemption Emitter
U DF1/PF1 - Split HS

Takedown, Flasher, or Dual Flasher/Steadyburn
U DR1/PR1 - Split HS

Rear Work, Flasher, or Dual Flasher/Steadyburn
U 890-HP Upgrade

Flash Pattern Factory Setting
(See Appendix A)
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The 950N-2402 NFPA configuration can be used as part of the Tomar Ladder System-1
NFPA 1901 Certified System.

Configure lamp colors as follows:

* Select Clear Strobe lamp in DC & PC.

* All other forward facing lamps shall be 2 Red & Blue or Blue

* DA & PA may be HS Split lamps with Red or Blue Strobe & Amber Halogen Alley Flasher
NFPA compatible flash pattern is Alternating

Revision: 10-09-2007
10 YEAR WARRANTY!

This product is covered by TOMAR's standard warranty except the warranty period is extended to 10 years for the power supply.
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