


Explosion Proof Alarm Horn
Sounder

BExS110

Specifications

32 onboard selectable tones:
Please visit our web site for full description and sound files

Item Description
Maximum output

Nominal output

No. of tones

No. of stages

Volume control

Effective range

Voltages DC

Voltages AC

Stage switching

Ingress protection

117dB (A) @ 1 meter [108dB (A) @ 10ft/3m]

110dB (A) @ 1m +/- 3dB - Tone 2 [101dB (A) @ 10ft/3m]

32 (UKOOA / PFEER compliant)

3

Max. 110dB (A); Min. 72dB (A) - Tone 2

100m @ 1 KHz

12vdc; 24vdc; 48vdc

115vac; 230vac

Negative or positive

IP66/67

Enclosure material

Enclosure finish

Color

BExS110 horn

Marine grade copper free LM6 Aluminum

Chromate & powder coated finish - anti-corrosion

RAL3000 Red

High impact UL94 V0 & 5VA FR ABS (Red)

Cable entries

Terminals

Enclosure volume

Line monitoring

Dual M20 ISO (one stopping plug incl.)

0.5 - 2.5mm² (20-14 AWG)

<2 liters

Blocking diode included EOL Min. 500 Ohm 2w, or 3k3 Ohm 0.5w resistor 
or diode (DC versions) can be fitted

Grounding stud

Temperature range

Relative humidity

Weight

M5 

-50° to +70°C (-58°F to +158°F)

90% at 20°C [68°F]

DC: 3.00kg AC: 3.20kg

45 alarm tones - any tone can be assigned 
to any stage

User configurable continuous frequency tone

*SPL data +/-3dB (A). Measured at optimum 
voltage.

Ordering Information

BExS110DF-012 12 VDC +/- 25% 195mA 

265mA 

130mA 

110mA 

56mA

24 VDC +/- 25% 

48 VDC +/- 25% 

115 VAC +/-10% 50/60Hz  

230 VAC +/- 10% 50/60Hz     

BExS110DF-024

BExS110DF-048

BExS110DF-115

BExS110DF-230 

Model Voltage Current

2 x M20 cable entries; brass stopping plug.  304 (A2) Stainless steel mounting bracket


